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sm‘éifgsﬁékuggar.ig%é&%aé;é §§‘S§§§%§@§§§‘“ SHALL BE COMPATIBLE WITH THE EXISTING SLL DEBRIS WHICH ENYERS THE SEWER MUST BE REMOVED, THE SEWER MUST STORM SEWER TEE OR WYE OF THE TYPE AND SIZE SPECIFIED IN THE PLANS, THIS PRICE
BE LEFT CLEAN AND UNOSSTRUCTED UPON COMPLETION OF THE CONTRACT, SHALL INCLUDE ALL EXCAVATION OF THE TRENCH REMOVAL OF THE EXISTING STORM SEWER,
CONSTRUCTION WETHODS " . . i FURNISHING AND INSTALLING THE SPECIFIED TEE OR WYE SECTION, FURNISHING &HD
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L THIS WORR SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE APPLICABLE FORTIONS FROM PROGECTING INTO THE EXISTING SEGER, COMPLETE THIS WORK 45 SHOBN AND SPECIFIED.
OF SECTION 5S4 OF THE STANDARD SPECIFICATIONS. E © SPECIFIED.
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cEast © CONTRACTOR IN MAKING THE CIRCULAR OPENING, THE CONTRACTOR SHALL PEPLACE THAT CONGRETE COLLAR FOR CONNECTING & PROPOSED STORM SEWER TO AN EXISTING STORM SEWER
EEME AN SECTION OF PIFE WITH PIPE EOUAL AND SIMILAR IN ALL RESPECTS TO THE PIPE IN WILL NOT BE PAID PAID FOR SEPSRATELY BUT SHSLL BE INCLUDED IN THE COST OF THE PROPOSED
SgIlgig THE EXISTING SEWER, IN A CAREFUL WORKMAMLIKE MANNER, WITHOUT EXTRA COMPENSATION, STORM SEWER,
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